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LOCATION MAP REFERENCE PLAN

SITE

SPEC OFFICE

OWNER: INLIGHT WILL MOOR WILL.MOOR@INLIGHTRE.COM

820 A1A N. STE E21

PONTE VEDRA BEACH, FLORIDIA
32082

850.556.9994

CONTRACTOR: THE CONLAN COMPANY CRAIG LUMPA CLUMPA@CONLANCOMPANY.COM

10752 DEERWOOD PARK BLVD.
SOUTH

BILLY LATSKO BLATSKO@CONLANCOMPANY.COM

JACKSONVILLE, FLORIDA 32256 904.309.8000

ARCHITECT: RANDALL-PAULSON ARCHITECTS

POINT OF CONTACT ROB CAPPS RCAPPS@RANDALLPAULSON.COM

ARCHITECT OF RECORD JOHN C. STANTZ, AIA JSTANTZ@RANDALLPAULSON.COM

HISTORIC ROSWELL MILL

85-A MILL STREET, SUITE 200 770.650.7558

ROSWELL, GEORGIA 30075

STRUCTURAL ENGINEER PES STRUCTURAL ENGINEERS STEFAN KEULLER SKEULLER@PESENGINEERS.COM

1852 CENTURY PLACE N.E. #201 DAVID GREENWOOD DGREENWOOD@PESENGINEERS.COM

ATLANTA, GEORGIA 30345 770.457.5923

MECHANICAL ENGINEER: DESIGN / BUILD

DESIGN BUILD

ELECTRICAL ENGINEER: DESIGN / BUILD

DESIGN BUILD

PLUMBING ENGINEER: DESIGN / BUILD

DESIGN BUILD

SEE SHEET A-030 FOR ADDITIONAL CODE INFORMATION

                2010 AMERICAN DISABILITIES ACT STANDARDS FOR ACCESSIBLE DESIGN

                LIFE SAFETY - FLORIDA LIFE SAFETY CODE, 2021 EDITION

                ELECTRICAL - NATIONAL ELECTRICAL CODE, 2020 EDITION, WITH CURRENT STATE AMENDMENT

                FIRE - FLORIDA FIRE CODE, 2021 EDITION, WITH CURRENT STATE AMENDMENT

                ENERGY - FLORIDA ENERGY CONSERVATION CODE, 8TH (2023) EDITION

                GAS - FLORIDA FUEL AND GAS CODE, 8TH (2023) EDITION

                MECHANICAL - FLORIDA MECHANICAL CODE, 8TH (2023) EDITION

                PLUMBING - FLORIDA PLUMBING CODE, 8TH (2023) EDITION

                BUILDING - FLORIDA BUILDING CODE, 8TH (2023) EDITION

L:  ALL BUILDINGS DESCRIBED IN THESE PLANS SHALL BE CONSTRUCTED IN COMPLIANCE WITH THE FLORIDA STATE CODES AS LISTED BELOW:

OFFICE:                                                        ± 2,592 SF/ 150 = ( 18 ) OCCUPANTS
K:  CALCULATED LOAD FOR OCCUPANCY:

WAREHOUSE:                                             ± 312,278 SF UNDER SEPERATE PERMIT

J:  PERMIT APPLIED FOR: INTERIOR BUILD-OUT

I:   NUMBER OF STORIES: 1                      , INCLUDES        BASEMENT:       N/A                 MEZZANINE:   N/A

H:  BUILDING HEIGHT IN FEET: 45'-0"

TOTAL TENANT BUILD-OUT AREA IN SQUARE FEET: ±2,592

TENANT BUILD-OUT INTERIOR OFFICE AREA IN SQUARE FEET: ± 2,592G:  TOTAL BUILDING AREA IN SQUARE FEET: ±

TENANT BUILD-OUT WAREHOUSE AREA IN SQUARE FEET: ± 312,278 UNDER SEPERATE PERMIT

F.  SEISMIC DESIGN CATEGORY: B

E:  SEISMIC RISK CATEGORY: II

D.  SPRINKLERED: ESFR

C:  TYPE OF CONSTRUCTION: II-B

B:  OCCUPANCY CLASSIFICATION: B

A:  SCOPE OF WORK: A SPECULATIVE OFFICE AT EASTPORT BUILDING 2.

ARCHITECT: JOHN C. STANTZ, AIA            PHONE #:  770.650.7558         STATE REGIS. #:    AR100686

PROJECT ADDRESS: 10145 EASTPORT ROAD , JACKSONVILLE , FLORIDA, 32216

NAME OF DEVELOPMENT: SPEC OFFICE AT EASTPORT ROAD - BUILDING 2

Not Released for Construction

Released for Construction

Sheet Title

Date Project No.

Roswell Mill
85-A Mill Street, Suite 200
Roswell, Georgia  30075

770.650.7558
www.randallpaulson.com

These plans and specifications are the property of Randall-
Paulson Architects, Incorporated.  These documents may not 
be copied, reproduced, used or implemented in any way, in 

part or in whole, without the written consent of Randall-Paulson 
Architects, Incorporated.  All common law rights of copyright 

are hereby specifically reserved.
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10145 EASTPORT ROAD
JACKSONVILLE, FLORIDA 32218

EASTPORT ROAD BUILDING 2 - SPEC

OFFICE

A SPECULATIVE OFFICE

10145 EASTPORT ROAD
JACKSONVILLE, FLORIDA 32218
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A-001 COVER SHEET

A-002 GENERAL NOTES, SYMBOLS, & ABBREVIATIONS

A-004 TYPICAL MOUNTING HEIGHTS

A-005 PARTITION TYPES

A-006 ACCESSIBILITY REQUIREMENTS

A-030 LIFE SAFETY PLAN

A-101 PARTITION PLAN

A-130 REFLECTED CEILING PLAN

A-140 POWER AND DATA PLAN

A-400 ENLARGED PLAN

A-600 DOOR SCHEDULE & DETAILS

A-700 FINISH PLAN AND SCHEDULE
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STRUCTURAL

S-001 GENERAL NOTES

S-002 STEEL NOTES & SCHEDULES

S-100 FOUNDATION & ROOF FRAMING PLANS

S-201 FOUNDATION & FRAMING SECTIONS & DETAILS

MECHANICAL

M-1 OVERALL ROOF PLAN

M-2 ENLARGED OFFICE PLANS, NOTES, SCHEDULES AND
DETAILS

ELECTRICAL

E1.1 PARTIAL FLOOR PLAN - ELECTRICAL

E2.1 ENLARGED FLOOR PLANS, SCHEDULES AND DETAILS

E3.1 ELEC LEGEND, RISERS & SPECIFICATIONS

PLUMBING

P-100 BUILDING-2 BUILD-OUT PLUMBING PLAN

P-200 BUILDING-2 BUILD-OUT PLUMBING NOTES



GENERAL NOTESABBREVIATIONS SYMBOLS

COM CHECK

A PRODUCT SUBSTITUTION CONSTITUTES A REPRESENTATION THAT THE CONTRACTOR HAS INVESTIGATED THE 
PROPOSED PRODUCT AND DETERMINED THAT IT MEETS OR EXCEEDS THE QUALITY LEVEL OF THE SPECIFIED 
PRODUCT; THAT THE CONTRACTOR WILL PROVIDE THE SAME WARRANTY FOR THE SUBSTITUTION AS FOR THE 
SPECIFIED PRODUCT; THAT THE CONTRACTOR WILL COORDINATE INSTALLATION AND MAKE CHANGES TO OTHER 
WORK THAT MAY BE REQUIRED FOR THE WORK TO BE COMPLETE WITH NO ADDITIONAL COST TO THE OWNER.  
SHOULD THIS SUBSTITUTION REQUIRE RE-DESIGN, THERE MAY BE AN ADDITIONAL COST FROM THE ARCHITECT. 
SHOULD SUCH SUBSTITUTION IMPACT ANY CODE RELATED ITEMS IN THE DOCUMENTS SUCH AS, BUT NOT LIMITED 
TO, UL DETAILS, FIRE RATINGS, SIZING, SPACING OR REVISION OF STRUCTURAL REQUIREMENTS, IT SHALL BE THE 
CONTRACTOR'S DUTY TO RESEARCH AND PROVIDE ANY REQUIRED DOCUMENTATION INCLUDING SIGNED AND 
SEALED ENGINEERING CERTIFICATIONS AS MAY BE NECESSARY FOR APPROVALS BY THE AUTHORITY HAVING 
JURISDICTION.

1. DO NOT SCALE DRAWINGS; DIMENSIONS GOVERN.

2. REFER TO THE PROJECT SPECIFICATIONS FOR FURTHER INFORMATION.

3. THE DESIGN OF THIS PROJECT TO THE BEST OF OUR PROFESSIONAL KNOWLEDGE, INFORMATION AND BELIEF 
COMPLIES WITH THE APPLICABLE PROVISIONS OF THE AMERICANS WITH DISABILITIES ACT (ADA), ANSI 
STANDARD A117.1 AND APPLICABLE ACCESSIBILITY CODE REQUIREMENTS AS THEY APPLY TO THIS PROJECT 
THAT ARE IN EFFECT AT THE TIME OF PERMITTING. BECAUSE THE REQUIREMENTS OF THE ADA ARE SUBJECT 
TO VARIOUS AND POSSIBLY CONTRADICTORY INTERPRETATIONS, WE CANNOT AND DO NOT WARRANT OR 
GUARANTEE THAT THIS PROJECT WILL COMPLY WITH INTERPRETATIONS OF ADA REQUIREMENTS AS THEY 
APPLY TO THIS PROJECT. 

4. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE APPLICABLE STATE AND LOCAL CODES AS 
LISTED ON COVER SHEET. 

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL REQUIRED PERMITS FOR THE SCOPE OF THE 
WORK.

6. ANY ERRORS, INCONSISTENCIES OR OMISSIONS IN THE CONTRACT DOCUMENTS DISCOVERED BY THE 
CONTRACTOR SHALL BE REPORTED PROMPTLY TO THE ARCHITECT AND NO LESS THAN TWO BUSINESS DAYS 
BEFORE THE WORK IS TO COMMENCE.   

7. THE CONTRACTOR SHALL PROVIDE A WARRANTY OF THE WORK FOR THE PERIOD OF ONE YEAR OR PER 
AGREEMENT WITH OWNER AFTER SUBSTANTIAL COMPLETION OR AS OTHERWISE STIPULATED IN THE 
CONTRACT DOCUMENTS.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING ALL DESIGN DISCIPLINES WITH THE 
ARCHITECTURAL DRAWINGS, INCLUDING ALL REQUIRED CLEARANCES FOR INSTALLATION OR MAINTENANCE. 
ALL DISCREPANCIES IN THE DOCUMENTS OR CONFLICTS WITH ANY DESIGN ELEMENTS SHALL BE REPORTED 
TO THE ARCHITECT FOR RESOLUTION NO LESS THAN TWO BUSINESS DAYS BEFORE PROCEEDING WITH WORK. 
IF WORK IS COMPLETE & NOT APPROVED BY THE ARCHITECT, THE WORK SHALL BE REDONE TO MEET INTENT 
WITH NO ADDITIONAL COST TO OWNER. 

9. THE ARCHITECT IS NOT RESPONSIBLE FOR CHANGES MADE OR AUTHORIZED BY THE OWNER, OWNER'S 
REPRESENTATIVES, TENANTS, CONTRACTOR OR OTHERS WITHOUT WRITTEN CONSENT BY THE ARCHITECT OR 
CONSULTANT.

10. THE CONTRACTOR SHALL SUBMIT TO THE ARCHITECT OR OWNER'S REPRESENTATIVE AND THE OWNER A LIST 
OF ALL ITEMS AND THEIR DELIVERY SCHEDULES. THE LIST SHALL IDENTIFY ALL LONG-LEAD TIME ITEMS ON 
THE PROJECT SUCH AS MATERIALS, FABRICS, HARDWARE, ETC.  PRIOR TO ORDERING AN ITEM, THE 
CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE ARCHITECT AND OWNER OF ANY ITEM WHICH MAY 
CAUSE THE PROJECT TO BE DELAYED.

11. THE EXTENT OF THE WORK SHALL BE LIMITED TO THAT INDICATED IN THE DRAWINGS. ANY ADDITIONAL WORK 
DONE MUST HAVE WRITTEN PERMISSION FROM THE ARCHITECT OR OWNER'S REPRESENTATIVE. WORK DONE 
WITHOUT WRITTEN PERMISSION SHALL BE AT THE CONTRACTOR'S RISK.

12. THE CONTRACTOR SHALL TAKE ADEQUATE PRECAUTIONS TO PROTECT THE BUILDING OCCUPANTS, 
MATERIALS AND EXISTING FINISHES THROUGHOUT THE DURATION OF THE WORK. BARRIERS TO CONTROL 
NOISE, DUST, AND SECURITY BETWEEN CONSTRUCTION AREAS AND OCCUPIED AREAS OR PUBLIC AREAS 
SHALL BE ERECTED AND MAINTAINED BY THE CONTRACTOR.

13. THE CONTRACTOR SHALL FIELD VERIFY CONSTRUCTION TOLERANCES AND TAKE FIELD MEASUREMENTS OF 
ANY EXISTING CONDITIONS RELATED TO THE WORK OF THIS PROJECT. CONDITIONS ENCOUNTERED AT THE 
SITE MATERIALLY DIFFERENT FROM THOSE INDICATED IN THE CONTRACT DOCUMENTS SHALL BE PROMPTLY 
REPORTED TO THE ARCHITECT OR OWNER'S REPRESENTATIVE BEFORE THE CONDITIONS ARE DISTURBED. 

14. EXISTING CONSTRUCTION SHOWN TO REMAIN INCLUDING BUT NOT LIMITED TO WALLS, PARTITIONS, DOORS, 
FRAMES, CONSTRUCTION AND MATERIALS BEYOND THE SCOPED AREA ETC. SHALL BE PROTECTED FROM 
WEATHER AND OTHER DAMAGE DURING CONSTRUCTION ACTIVITIES. DAMAGE TO EXISTING CONSTRUCTION 
SHOWN TO REMAIN SHALL BE RESTORED OR REPLACED TO MATCH EXISTING CONDITION IN FINISH, RATING 
AND APPEARANCE AT NO ADDITIONAL COST.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING, PATCHING AND FITTING NECESSARY TO 
ACHIEVE THE SCOPE OF THE WORK.

16. THE EXISTING UTILITIES OR OTHER MECHANICAL, ELECTRICAL, PLUMBING, AND LOW-VOLTAGE EQUIPMENT 
REQUIRING REMOVAL, CAPPING, TERMINATION, AND/OR RELOCATION SHALL BE INCLUDED IN THE OVERALL 
SCOPE AND PERFORMANCE OF THE PROJECT BY THE CONTRACTOR. 

17. THE CONTRACTOR SHALL PROTECT AND SHALL NOT DISCONNECT ANY EXISTING FIRE ALARM DEVICES, SMOKE 
ALARMS, SPRINKLER HEADS, EXIT SIGNS, ASSOCIATED WIRING, AND OTHER LIFE SAFETY DEVICES IN 
OPERATION, BEFORE COORDINATING WITH FIRE MARSHAL.  FINAL LIFE SAFETY DEVICE LOCATION LAYOUT 
AND EGRESS PLAN SHALL BE REVIEWED AND APPROVED BY AUTHORITY HAVING JURISDICTION PRIOR TO 
WORK BEING PERFORMED.

18. ALL MATERIALS AND DEVICES USED FOR THIS PROJECT ARE TO BE NEW, NEITHER PREVIOUSLY STORED NOR 
PREVIOUSLY USED IN THIS OR ANOTHER LOCATION.

19. CENTERLINE OF PARTITIONS SHALL ALIGN WITH CENTERLINE OF COLUMN, COLUMN LINE, DIMENSION 
REFERENCE, OR CENTERLINE OF WINDOW MULLIONS AS SHOWN, UNLESS OTHERWISE NOTED.

20. DIMENSIONS AT STUD WALLS ARE MEASURED FROM FACE OF STUD TO FACE OF STUD, UNLESS OTHERWISE 
NOTED.  DIMENSIONS AT STOREFRONT ARE MEASURED FROM THE FACE OF STUD TO FACE OF MULLION, 
UNLESS OTHERWISE NOTED. DIMENSIONS AT BUILDING WALLS (IMP/CONCRETE/CMU) ARE MEASURED FROM 
FACE OF STUD TO FACE OF BUILDING WALL MATERIAL, UNLESS OTHERWISE NOTED. 

21. NEW WORK AT EXISTING CONDITIONS SHALL ALIGN WITH AND MATCH EXISTING WORK EXCEPT WHERE 
OTHERWISE DIMENSIONED OR DETAILED.

22. "TYPICAL" OR "TYP." SHALL MEAN THAT THE REFERENCED DETAIL OR DIMENSION SHALL APPLY FOR ALL 
SIMILAR CONDITIONS UNLESS OTHERWISE INDICATED.

23. PROVIDE BRACING ABOVE PARTITIONS AS NECESSARY TO SUPPORT ASSEMBLIES ATTACHED OR CONTAINED 
WITHIN, IN COMPLIANCE WITH MINIMUM STANDARDS OF ASTM C645-88.  DESIGN INTERIOR PARTITIONS FOR 
MAXIMUM DEFLECTION OF L/240 AT 5 PSF.

24. AT EXISTING PARTITIONS TO REMAIN WHICH ARE CHANGED TO BE RATED PARTITIONS, MODIFY THE PARTITION 
CONSTRUCTION ASSEMBLY AS REQUIRED TO MEET THE REQUIREMENTS FOR THE APPLICABLE FIRE RATING.

25. PERMANENTLY IDENTIFY BOTH SIDES OF ALL FIRE RATED AND SMOKE PARTITIONS IN CONCEALED SPACES 
WITH THE WORDING - "FIRE AND(/OR) SMOKE BARRIER - PROTECT ALL OPENINGS."

26. ALL SOUND PARTITIONS SHALL INCLUDE ACOUSTICAL SEALANT AT BASE, HEAD, PERIMETER AND ALL 
OPENINGS. 

27. PARTITIONS ABUTTING CURTAIN WALL MULLIONS AND/OR STOREFRONT SHALL NOT BE ATTACHED BY SCREWS 
OR OTHER MECHANICAL FASTENERS.

28. ALL WOOD USED AS STUDS, BLOCKING OR BRACING SHALL BE PRESSURE TREATED IF EXPOSED TO WET 
AREAS, AND/OR IS IN CONTACT WITH CONCRETE OR MASONRY AND FIRE TREATED IF REQUIRED BY CODE. 

29. PROVIDE BLOCKING, BRACING, AND NAILERS AS REQUIRED FOR FINISHES, MILLWORK (UPPER AND LOWER 
CABINETS), EQUIPMENT (I.E. RESTROOM), SHELVING, FIXTURES, ETC.  CONTRACTOR TO COORDINATE 
REQUIRED HEIGHTS AND TYPE OF BLOCKING FOR LOCATIONS INDICATED AND/OR CODE REQUIREMENTS.  ALL 
ATTACHMENTS, SCREWS, AND BOLTS BETWEEN STRUCTURAL STEEL AND TREATED WOOD, BLOCKING AND 
NAILERS SHALL BE GALVANIZED.

30. HORIZONTAL ELEMENTS SUCH AS DOOR HEADS SHALL BE MAINTAINED AT A CONSTANT LEVEL AND SHALL NOT 
FOLLOW VARIATIONS IN FLOOR PLANE. LEVEL FLOORS AS REQUIRED USING APPROVED LEVELING COMPOUND, 
UNLESS OTHERWISE DIRECTED IN DRAWINGS.

31. ALL SUBSTRATE SURFACES ARE TO BE PREPARED TO RECEIVE FINISH MATERIALS PER MANUFACTURER'S 
PRODUCT LITERATURE AND WRITTEN INSTRUCTIONS FOR INSTALLATION OR APPLICATION.  

32. ALL FASTENERS AND ATTACHMENTS SHALL BE CONCEALED FROM VIEW, UNLESS OTHERWISE NOTED.

33. EXIT DOORS SHALL NOT REQUIRE THE USE OF A KEY, TOOL, OR SPECIAL KNOWLEDGE OR EFFORT FOR 
OPERATION FROM THE INSIDE OF THE BUILDING PER THE NFPA 101 LIFE SAFETY CODE IN EFFECT AT TIME OF 
PERMITTING: LOCKS, LATCHES, AND ALARM DEVICES.

34. NEW AND EXISTING PENETRATIONS, WITHIN THE SCOPE OF THE WORK, INTO OR THROUGH EITHER VERTICAL 
OR HORIZONTAL FIRE-RATED BARRIERS SHALL BE PROTECTED BY A SYSTEM LISTED BY A RECOGNIZED 
TESTING AGENCY. 

35. THE CONTRACTOR SHALL PROVIDE AND INSTALL EQUIPMENT AND APPLIANCES SPECIFIED, UNLESS 
OTHERWISE NOTED. THE CONTRACTOR SHALL PROVIDE AND/OR COORDINATE INSTALLATION OF TENANT-
FURNISHED EQUIPMENT AND APPLIANCES, IF REQUIRED. THE CONTRACTOR SHALL VERIFY ALL PLUMBING AND 
ELECTRICAL REQUIREMENTS RELATED TO EQUIPMENT AND APPLIANCES IN THE SCOPE OF THE WORK. 

36. VERIFY LOCATIONS OF ALL FIRE EXTINGUISHERS, SURFACE-MOUNTED OR RECESSED, FOR CODE 
COMPLIANCE. PROVIDE FIRE EXTINGUISHERS PER CODE IF NOT SHOWN ON DRAWINGS.

37. VERIFY LOCATIONS OF ALL ELECTRICAL DEVICES, LIFE SAFETY DEVICES AND THERMOSTAT LOCATIONS WITH 
ARCHITECT FOR COORDINATION WITH DESIGN ELEMENTS PRIOR TO INSTALLATION. AT LOCATIONS WHERE 
ELECTRICAL, MECHANICAL AND/OR OTHER DEVICES OCCUR TOGETHER BUT AT DIFFERENT HEIGHTS, THE 
DEVICES SHALL BE CENTERED ABOVE EACH OTHER.

A G (Continued…) P (Continued…)

@ AT GND GROUND PSI POUNDS PER SQUARE INCH

AB ANCHOR BOLT GWB GYPSUM WALLBOARD PT PRESSURE TREATMENT, PORCELEAN TILE

ABV ABOVE PTD PAINTED

AC ABOVE CEILING H PVC POLYVINYL CHLORIDE

ACI AMERICAN CONCRETE INSTITUTE HB HOSE BIBB PVMT PAVEMENT

ACT ACOUSTICAL CEILING TILE HC HANDICAPPED

AD ACCESS DOOR HD HUB DRAIN Q

ADA AMERICAN DISABILITIES ACT HDWR HARDWARE QA QUALITY ASSURANCE

ADMIN ADMINISTRATIVE HM HOLLOW METAL QC QUALITY CONTROL

AF ACCESS FLOOR HORIZ HORIZONTAL QT QUARRY TILE

AFF ABOVE FINISHED FLOOR HP HORSEPOWER QTY QUANTITY

AHU AIR HANDLING UNIT HPS HIGH PRESSURE SODIUM

AISC AMERICAN INSTITUTE OF STEEL HR HOUR R

CONSTRUCTION HW HOT WATER R RADIUS

ALT ALTERNATE HWH HOT WATER HEATER RA RETURN AIR

ALUM ALUMINUM HZ HERTZ RB RUBBER BASE, RESILIENT BASE

ANOD ANODIZED RCP REINFORCED CONCRETE PIPE, 

ANSI AMERICAN NATIONAL STANDARDS I REFLECTED CEILING PLAN

INSTITUTE I/M ICE MAKER RCPTN RECEPTION

AP ACCESS PANEL IBC INTERNATIONAL BUILDING CODE RD ROOF DRAIN

APPROX APPROXIMATELY ICC INTERNATIONAL CODE COUNCIL REF REFRIGERATOR

ARCH ARCHITECTURAL / ARCHITECT ID INSIDE DIMENSION REG REGISTRATION, REGISTER

ASHRAE AMERICAN SOCIETY HEATING IE INVERT ELEVATION REINF REINFORCE(D)

REFRIGERATING AND AIR IECC INTERNATIONAL ENERGY CONSERVATION REQD REQUIRED

CONDITIONING ENGINEERS CODE RFG ROOFING

ASS'Y ASSEMBLY IFC INTERNATIONAL FIRE CODE RH RIGHT HAND

ASTM AMERICAN SOCIETY FOR TESTING IMC INTERNATIONAL MECHANICAL CODE RHR RIGHT HAND REVERSE

MATERIALS IN INCH(ES) RL RAIN LEADER

AUX AUXLIARY INSUL INSULATION, INSULATING RM ROOM

INV INVERT  RO ROUGH OPENING

B IPC INTERNATIONAL PLUMBING CODE ROW RIGHT OF WAY

B BOILER RPM REVOLUTIONS PER MINUTE

B/O BOTTOM OF J RR RESTROOM

BB BULLENTIN BOARD JAN JANITOR ROW RIGHT OF WAY

BD BOARD JB JOIST BEARING RPM REVOLUTIONS PER MINUTE

BFF BELOW FINISHED FLOOR J-BOX JUNCTION BOX RR RESTROOM

BFV BUTTERFLY VALVE JST JOIST  RT RIGHT

BLDG BUILDING JT JOINT RTF RUBBER TILE FLOOR

BOS BOTTOM OF STEEL RTU ROOF TOP UNIT

BTU BRITISH THERMAL UNIT K

KO KNOCK OUT S

C KOP KNOCK OUT PANEL SA SUPPLY AIR

C CONDUIT kV KILOVOLTS SAN SANITARY

CAP CAPACITY kVA KILOVOLT AMPS SC SHADING COEFFICIENT

CFM CUBIC FEET PER MINUTE kW KILOWATT SCHED SCHEDULE

CJ CONTROL JOINT SD STORM DRAIN

CL CENTERLINE L SEC SECONDARY

CLG CEILING LAM LAMINATE SEP SEPARATE

CLO COLUMN LAU LAUNDRY SGL SINGLE

CLOS CLOSET LAV LAVATORY SHGH SOLAR HEAT GAIN COEFFICIENT

CLR CLEAR LB(S) POUND(S) SHT SHEET

CMU CONCRETE MASONRY UNIT LD BRG LOAD-BEARING SHWR SHOWER

CO CASED OPENING, CLEANOUT LF LINEAR FEET SIM SIMILAR

COL COLUMN LG LARGE SM SMALL

COMP COMPRESSOR LH LEFT HAND SOG SLAB ON GRADE

CONC CONCRETE  LHR LEFT HAND REVERSE SPEC SPECIFICATION

COND CONDENSATION LIB LIBRARY SQ SQUARE

CONF CONFERENCE LN LINE  SS SANITARY SEWER LINE, SERVICE SINK, 

CONN CONNECTION LOCK LOCKER STANDING SEAM, STAINLESS STEEL

CONT CONTINUOUS LSP LIFE SAFETY PLAN STA STATION

CORR CORRIDOR LT LEFT STC SOUND TRANSMISSION CLASS

CPT CARPET LVR LOUVER STD STANDARD

CRT CIRCUIT LVT LUXURY VINYL TILE STL STEEL

CT CERAMIC TILE STL JST STEEL JOIST

CU CUBIC  M STOR STORAGE

CW COLD WATER M/W MICROWAVE STRUCT STRUCTURAL

MAINT MAINTENANCE SVT STATIC DISSIPATIVE TILE

D MATL MATERIAL

D DRAIN MAU MAKEUP AIR UNIT T

D/W DISHWASHER MAX MAXIMUM T/O TOP OF

DBL DOUBLE MDF MEDIUM DENSITY FIBERBOARD TECH TECHNICAL

DIA DIAMETER MECH MECHANCIAL TEL TELEPHONE

DIV DIVISION MEZZ MEZZANINE TEMP TEMPERATURE

DN DOWN MFL MAXIMUM FORESEEABLE LOSS TFF TOP OF FINISHED FLOOR

DOE DEPARTMENT OF ENERGY MFR(S) MANUFACTURER(S) THRESH THRESHOLD

DS DOWNSPOUT MGR MANAGER THRU THROUGH

DW DOMESTIC WATER MH MANHOLE TI TENANT IMPROVEMENT

DWG(S) DRAWING(S) MID MIDDLE TLT TOILET

DWLS DOWELS MIN MINIMUM TOM TOP OF MASONRY

MISC MISCELLANEOUS TOS TOP OF STEEL

E MM MILLIMETER TP TOILET PARTITION

EA EACH MO MASONRY OPENING TR TRANSITION STRIP

EF EXHAUST FAN MOD MOTOR OPERATED DOOR TRTD TREATED

EIFS EXTERIOR INSULATION FINISH SYSTEM MPH MILES PER HOUR TSTAT THERMOSTAT

EJ EXPANSION JOINT MT(D) MOUNTED TYP TYPICAL

ELEC ELECTRIC(AL) MTL METAL

ELEV, EL ELEVATION U

EMS ENERGY MANAGEMENT SYSTEM N U/S UNDERSIDE

EPDM ETHYLENE PROPYLENE DIENE MONOMER, NA NOT APPLICABLE UBC UNIFORM BUILDING CODE

EXISTING OVERHEAD ELECTRICAL NEC NATIONAL ELECTRIC CODE UFC UNIFORM FIRE CODE

EPS EXTERIOR PAINT SYSTEM NEG NEGATIVE UH UNIT HEATER

EQ EQUAL NFPA NATIONAL FIRE PROTECTION ASSOCIATION UL UNDERWRITERS LABORATORY

EQUIP EQUIPMENT NFWH NON-FREEZE WALL HYDRANT UMC UNIFORM MECHANICAL CODE

ESFR EARLY SUPPRESSION FAST RESPONSE NIC NOT IN CONTRACT UNO UNLESS NOTED OTHERWISE

ESP EXTERNAL STATIC PRESSURE NO/# NUMBER UPC UNIFORM PLUMBING CODE

EWC ELECTRIC WATER COOLER NOM NOMINAL UTIL UTILITY

EWH ELECTRIC WATER HEATER NRC NOISE REDUCTION COEFFICIENT

EXIST EXISTING NTS NOT TO SCALE V

EXP EXPANSION  V VOLTS, VENT

EXPO EXPOSED O VA VOLTAMPS

EXT EXTERIOR OA OVERALL VAR VARIATION

OC ON CENTER VCT VINYL COMPOSITION TILE

F OCC OCCUPANT VEND VENDING

F FAHRENHEIT OD OUTSIDE DIMENSION VENT VENTILATION

FA FIRE ALARM OFF OFFICE VERT VERTICAL

FAP FIRE ALARM PANEL OH OVERHEAD VEST VESTIBULE

FC FOOTCANDLES OPNG OPENING VIF VERIFY IN FIELD

FD FLOOR DRAIN, FIRE DAMPER OPP OPPOSITE VTR VENT THROUGH ROOF

FDC FIRE DEPARTMENT CONNECTION OSB ORIENTED STRAND BOARD VWC VINYL WALL COVERING

FEB FIRE EXTINGUISHER BRACKET

FEC FIRE EXTINGUISHER CABINET P W

FF FINISHED FLOOR PA PUBLIC ADDRESS W WATER

FIN FINISH  PAR PARALLEL W/ WITH

FM FACTORY MUTUAL PERP PERPENDICULAR W/H WATER HEATER

FOLD PART FOLDING PARTITION PIV POST INDICATOR VALUE W/O WITHOUT

FP FIRE PROTECTION PLAM PLASTIC LAMINATE WC WATER CLOSET, WALL COVERING

FRP FIBERGLASS REINFORCED PLASTIC PLYWD PLYWOOD WCO WALL CLEANOUT

FT FEET PNL PANEL WD WOOD

POS POSITIVE WHSE WAREHOUSE

G PR PAIR WM WOMEN

G GAS PREFAB PREFABRICATED WP WEATHERPROOF

GA GUAGE PREFIN, PF PREFINISHED WT WALL TILE

GALV GALVANIZED PRI PRIMARY

GEN GENERATOR PROV PROVIDED Y

GFI GROUND FAULT (CURRENT) INTERRUPTER PRV PRESSURE REDUCTION VALVE YD YARD

GL GLASS, GLAZING PSF POUND-FORCE PER SQUARE FOOT
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2 LAYERS 3/4" PLYWOOD (FIRE 
RETARDANT AS REQUIRED)

WALL AS SCHEDULED

(2) STANDARD SINGLE-GANG ROUGH 
IN BOXES. SEE ELECTRICAL 
DRAWINGS

1' - 4" 1' - 4"

ELECTRICAL DUPLEX

8" MAX

FIELD VERIFY

KEEP BOXES TIGHT

NOTE
1. KEEP OUTLETS AS CLOSE TOGETHER AS POSSIBLE. FIELD VERIFY.
2. ORIENT OUTLETS VERTICALLY. TYPICAL, UNLESS NOTED OTHERWISE.

ALIGN

1' - 4" 1' - 4"

WALL AS SCHEDULED

2 X 6 BACKING (FIRE RETARDANT AS REQUIRED) 
INSTALL AT ALL WALL HUNG CABINET LOCATIONS. 
SEE FLOOR PLAN AND CABINET ELEVATIONS.
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WALL PHONE
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LIGHT SWITCH / 
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 1
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"

NOTES
1. TYPICAL FIRE EXTINGUISHER RATED:  10 LB., 4A-60BC

2. FUR AROUND ALL FIRE EXTINGUISHER CABINETS SO AS TO AFFORD A PROPER RECESSED FIT AND TO 
MAINTAIN THE INTEGRITY OF ANY RATED PARTITION IN WHICH IT MAY OCCUR.

3. PROVIDE BLOCKING CONCEALED IN PARTITION, SEE LS01 AND A101 FOR LOCATIONS

NOTE
DRINKING FOUNTAINS SHALL COMPLY WITH 307 & 602.  CLEAR FLOOR SPACE 
COMPLYING WITH 305.  KNEE & TOE COMPLYING WITH 306, REFER TO A-006.

PROVIDE WOOD BLOCKING FOR 
WALL CARRIER, TYPICAL
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3/4" = 1'-0"A-004

3 TV / MONITOR BLOCKING
3" = 1'-0"A-004

1 TYPICAL OUTLET BOX PAIR
3/4" = 1'-0"A-004

2 WALL HUNG CABINET BLOCKING

1/2" = 1'-0"A-004

7 DATA & ELECTRICAL DEVICES

1/2" = 1'-0"A-004

4 FIRE PROTECTION
1/2" = 1'-0"A-004

5 WATER FOUNTAIN
1/2" = 1'-0"A-004

6 TOILET ACCESSORIES



PARTITION TYPES GENERAL NOTES

3 5/8" METAL STUD @ 16" OC

3 5/8" METAL STUD @ 16" OC WITH INSULATION

6" METAL STUD @ 16" OC

6" METAL STUD @ 16" OC WITH INSULATION

A1

BASE AS SCHEDULED 
BOTH SIDES

METAL STUDS

1 LAYER 5/8" GYP BOARD ON 
EACH SIDE. SCREW ATTACHED, 
FINISH JOINTS.

BRACE TO STRUCTURE 

CEILING AS SCHEDULED

FINISH BEAD OR CHANNEL AS 
REQUIRED BY SCHEDULED 
CEILING SYSTEM, CAULK 
CHANNEL WHERE IT MEETS 
WALL

BOTTOM OF STRUCTURE 

SOUND BATT INSULATION PER 
PARTITION DESIGNATIONS 
BELOW

ACOUSTICAL SEALANT

6"

A2

A1i

A2i

24" OF INSULATION ABOVE 
CEILING ON EITHER SIDE OF WALL

TYPE A

BASE AS SCHEDULED 
BOTH SIDES

METAL STUDS

1 LAYER 5/8" GYP BOARD ON 
EACH SIDE, SCREW ATTACHED, 
FINISH JOINTS

BOTTOM OF STRUCTURE

FINISH BEAD OR CHANNEL AS 
REQUIRED BY SCHEDULED 
CEILING SYSTEM, CAULK 
CHANNEL WHERE IT MEETS 
WALL

SOUND BATT INSULATION PER 
PARTITION DESIGNATIONS 
BELOW

ACOUSTICAL SEALANT

3 5/8" METAL STUD @ 16" OC

3 5/8" METAL STUD @ 16" OC WITH INSULATION

6" METAL STUD @ 16" OC

6" METAL STUD @ 16" OC WITH INSULATION

8" METAL STUD @ 16" OC

8" METAL STUD @ 16" OC WITH INSULATION

B1

B2

B1i

B2i

6"

24" OF INSULATION ABOVE 
CEILING ON EITHER SIDE OF WALL
SEE RCP FOR SPECIFIED 
LOCATIONS.

B3

B3i

TYPE B

BASE AS SCHEDULED

1 LAYER 5/8" GYP BOARD ON 
ONE SIDE, SCREW ATTACHED, 
FINISH JOINTS

BOTTOM OF STRUCTURE

CEILING AS SCHEDULED

FINISH BEAD OR CHANNEL AS 
REQUIRED BY SCHEDULED 
CEILING SYSTEM, CAULK 
CHANNEL WHERE IT MEETS 
WALL

FIRE SEALANT

ACOUSTICAL SEALANT

6"

SOUND BATT INSULATION PER 
PARTITION DESIGNATIONS BELOW

1 5/8" METAL STUD @ 16" OC

3 5/8" METAL STUD @ 16" OC

3 5/8" METAL STUD @ 16" OC WITH INSULATION

D1

D2i

D2

METAL FURRING

TYPE D

3 5/8" METAL FURRING @ 16" OC

3 5/8" METAL FURRING @ 16" OC WITH INSULATION

E1

E1i

BASE AS SCHEDULED

1 LAYER 5/8" GYP. BOARD ON 
ONR SIDE, SCREW ATTACHED, 
FINISH JOINTS

BOTTOM OF STRUCTURE

CEILING AS SCHEDULED

FINISH BEAD OR CHANNEL AS 
REQUIRED BY SCHEDULED 
CEILING SYSTEM, CAULK 
CHANNEL WHERE IT MEETS 
WALL

ACOUSTICAL SEALANT

6"

SOUND BATT INSULATION PER 
PARTITION DESIGNATIONS BELOW

1/2" AIR GAP FROM STRUCTURE

EXISTING WALL

METAL FURRING

STICK-PIN R-XX

TYPE E

PROVIDE MOISTURE RESISTANT GYPSUM BOARD AT ALL WET LOCATIONS. IF TOILET ROOM WALLS ARE TO 
RECEIVE A TILE FINISH, PROVIDE CEMENTITIOUS BOARD.  

EXTEND MOISTURE RESISTANT GYPSUM BOARD 3'-0" BEYOND ALL SINKS.

ALL BLOCKING TO BE FIRE RETARDANT TREATED. 

FOR ALL WALLS ATTACHING TO STRUCTURE, REFERENCE SLIP TRACK DETAILS ON SHEET A-101.

ALL NEW WALLS EXCEEDING 10'-0" IN UNBRACED LENGTH SHALL BE BRACED WITH A HORIZONTAL STUD 
CONNECTING THE TOP OF THE WALL WITH THE ADJACENT PERPENDICULAR WALL. THE HORIZONTAL BRACING 
SHALL START 5'-0" FROM THE CORNER OF THE INTERSECTION OF THE TWO WALLS CREATING A 45 DEGREE 
ANGLE. THE HORIZONTAL BRACING SHALL BE THE SAME STUD SIZE AND GAUGE AS THE WALL STUD.

1.

2.

3.

4.

5.
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703.2.5 CHARACTER HEIGHT. CHARACTER HEIGHT MEASURED VERTICALLY FROM THE BASELINE OF THE CHARACTER SHALL BE 5/8 INCH (16 MM) MINIMUM AND 2 INCHES (51 MM) MAXIMUM BASED ON THE HEIGHT OF THE 
UPPERCASE LETTER “I”.
EXCEPTION: WHERE SEPARATE RAISED AND VISUAL CHARACTERS WITH THE SAME INFORMATION ARE PROVIDED, RAISED CHARACTER HEIGHT SHALL BE PERMITTED TO BE ½ INCH (13 MM) MINIMUM.

703.4 INSTALLATION HEIGHT AND LOCATION. SIGNS WITH TACTILE CHARACTERS SHALL COMPLY WITH 703.4.

703.4.1 HEIGHT ABOVE FINISH FLOOR OR GROUND. TACTILE CHARACTERS ON SIGNS SHALL BE LOCATED 48 INCHES (1220 MM) MINIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE BASELINE OF THE 
LOWEST TACTILE CHARACTER AND 60 INCHES (1525 MM) MAXIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE BASELINE OF THE HIGHEST TACTILE CHARACTER.
EXCEPTION: TACTILE CHARACTERS FOR ELEVATOR CAR CONTROLS SHALL NOT BE REQUIRED TO COMPLY WITH 703.4.1. FIGURE 703.4.1 HEIGHT OF TACTILE CHARACTERS ABOVE FINISH FLOOR OR GROUND

703.4.2 LOCATION. WHERE A TACTILE SIGN IS PROVIDED AT A DOOR, THE SIGN SHALL BE LOCATED ALONGSIDE THE DOOR AT THE LATCH SIDE. WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH ONE ACTIVE LEAF, 
THE SIGN SHALL BE LOCATED ON THE INACTIVE LEAF. WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH TWO ACTIVE LEAFS, THE SIGN SHALL BE LOCATED TO THE RIGHT OF THE RIGHT HAND DOOR. WHERE THERE 
IS NO WALL SPACE AT THE LATCH SIDE OF A SINGLE DOOR OR AT THE RIGHT SIDE OF DOUBLE DOORS, SIGNS SHALL BE LOCATED ON THE NEAREST ADJACENT WALL. SIGNS CONTAINING TACTILE CHARACTERS SHALL BE 
LOCATED SO THAT A CLEAR FLOOR SPACE OF 18 INCHES (455 MM) MINIMUM BY 18 INCHES (455 MM) MINIMUM, CENTERED ON THE TACTILE CHARACTERS, IS PROVIDED BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE 
CLOSED POSITION AND 45 DEGREE OPEN POSITION. 
EXCEPTION: SIGNS WITH TACTILE CHARACTERS SHALL BE PERMITTED ON THE PUSH SIDE OF DOORS WITH CLOSERS AND WITHOUT HOLD-OPEN DEVICES.

703.5 VISUAL CHARACTERS. VISUAL CHARACTERS SHALL COMPLY WITH 703.5.

703.5.6 HEIGHT FROM FINISH FLOOR OR GROUND. VISUAL CHARACTERS SHALL BE 40 INCHES (1015 MM) MINIMUM ABOVE THE FINISH FLOOR OR GROUND. 
EXCEPTION: VISUAL CHARACTERS INDICATING ELEVATOR CAR CONTROLS SHALL NOT BE REQUIRED TO COMPLY WITH 703.5.6.

2010 ADA STANDARD - ACCESSIBLE SIGNAGE

2010 ADA STANDARD - REACH RANGES REQUIREMENTS

2010 ADA STANDARD - TOE: KNEE: GRAB BAR: CLEARANCES

2010 ADA STANDARD - TURNING, CLEAR FLOOR, AND GROUND SPACE 

307.1 GENERAL. PROTRUDING OBJECTS SHALL COMPLY WITH 307.

307.2 PROTRUSION LIMITS. OBJECTS WITH LEADING EDGES MORE THAN 27 INCHES (685 MM) AND 
NOT MORE THAN 80 INCHES (2030 MM) ABOVE THE FINISH FLOOR OR GROUND SHALL PROTRUDE 4 
INCHES (100 MM) MAXIMUM HORIZONTALLY INTO THE CIRCULATION PATH.
EXCEPTION: HANDRAILS SHALL BE PERMITTED TO PROTRUDE 4 1/2 INCHES (115 MM) MAXIMUM.

ADVISORY 307.2 PROTRUSION LIMITS. WHEN A CANE IS USED AND THE ELEMENT IS IN THE 
DETECTABLE RANGE, IT GIVES A PERSON SUFFICIENT TIME TO DETECT THE ELEMENT WITH THE 
CANE BEFORE THERE IS BODY CONTACT. ELEMENTS LOCATED ON CIRCULATION PATHS, 
INCLUDING OPERABLE ELEMENTS, MUST COMPLY WITH REQUIREMENTS FOR PROTRUDING 
OBJECTS. FOR EXAMPLE, AWNINGS AND THEIR SUPPORTING STRUCTURES CANNOT REDUCE THE 
MINIMUM REQUIRED VERTICAL CLEARANCE. SIMILARLY, CASEMENT WINDOWS, WHEN OPEN, 
CANNOT ENCROACH MORE THAN 4 INCHES (100 MM) INTO CIRCULATION PATHS ABOVE 27 INCHES 
(685 MM).

FIGURE 307.2 SHOWS AN UPRIGHT PERSON WALKING AND USING A CANE DETECTING BARRIERS ALONG A 
WALL.  A WALL MOUNTED OBJECT, NOT LESS THAN 27 INCHES (685 MM) FROM THE FLOOR LEVEL, 
PROTRUDES 4 INCHES MAX. (100 MM) FROM THE WALL SURFACE, AND AN OBJECT OVERHEAD HAS A 
VERTICAL CLEARANCE THAT IS MORE THAN 80 INCHES (2030 MM).

2010 ADA STANDARD - LIMITS OF PROTRUDING OBJECTS

2010 ADA STANDARD - DOOR APPROACH CLEARANCE 
DIAGRAM

16" MIN
18" MAX

36" MIN

TOILET 
PAPER CLEAR 

FLOOR 
SPACE

CLEAR 
FLOOR 
SPACE

STANDARD TOILET ROOM ACCESSIBILITY DETAILS

THESE DETAILS REPRESENT STANDARDS AS SHOWN AND ACCEPTED BY THE AMERICAN DISABILITIES ACT (ADA, AND 
ANSI A117.1) AND SHOULD BE USED AS A GUIDE FOR THE SCOPE AND TECHNICAL REQUIREMENTS FOR THIS PROJECT.
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LIFE SAFETY PLAN LEGEND

LIFE SAFETY PLAN GENERAL NOTES

2023 FLORIDA BUILDING CODE SUMMARY

CALCULATED LOAD FOR PLUMBING FIXTURES

KEY PLAN

SYMBOL DESCRIPTION

DENOTES SURFACE MOUNTED FIRE EXTINGUISHER TO COMPLY WITH PRODUCT REQUIREMENTS OF 
NFPA 10 AND APPLICABLE CODES, WHICHEVER IS MORE STRINGENT.
• DRY CHEMICAL TYPE FIRE EXTINGUISHERS: CARBON STEEL TANK, WITH PRESSURE GAGE.
• STORED PRESSURE OPERATED: DEEP DRAWN
• CLASS: 4A - 60B:C
• SIZE: 10 POUND
SIZE: 10 POUND

EXIT SIGN

ALL FIRE EXTINGUISHER LOCATIONS TO BE APPROVED BY FIRE MARSHAL AND/OR AHJ.

NOT ALL FIRE EXTINGUISHER SHOWN ABOVE ARE USED, SEE PLAN.

TRAVEL DISTANCE

DIRECTIONAL EXIT LIGHT

F.E.C.

DENOTES SEMI-RECESSED FIRE EXTINGUISHER CABINET AND EXTINGUISHER TO COMPLY WITH 
PRODUCT REQUIREMENTS OF NFPA 10 AND APPLICABLE CODES, WHICHEVER IS MORE STRINGENT.
• DRY CHEMICAL TYPE FIRE EXTINGUISHERS: CARBON STEEL TANK, WITH PRESSURE GAGE.
• STORED PRESSURE OPERATED: DEEP DRAWN
• CLASS: 4A - 60B:C
SIZE: 10 POUND

BUSINESS EGRESS TRAVEL DISTANCE IS 300'-0" WITH SPRINKLER PER IBC 1017.2

NFPA 10 TABLE 6.2.1.1 FIRE EXTINGUISHER SIZE AND PLACEMENT FOR CLASS "A" HAZARDS INDICATE 
MAXIMUM TRAVEL DISTANCE TO EXTINGUISHER IS 75 FT.

EMERGENCY RESPONDER RADIO COVERAGE TO BE TESTED BY DIVERSIFIED ELECTRONICS OR APPROVED 
EQUAL TESTING AGENCY.

1.

2.

3.

OCCUPANCY USE CLASSIFICATION AREA SPRINKLER CONSTRUCTION 
TYPE

STORY LIMIT ACTUAL 
STORIES

HEIGHT LIMIT COMMON PATH
OF TRAVEL

DEAD END
CORRIDOR

EXIT TRAVEL DISTANCE

BUISINESS

THE BUILDING IS AN UNLIMITED AREA BUILDING PER SECTION 507.4.

B ± 2,592 SF ESFR II-B 4 1 75'-0" PER TABLE 
504.3

100'-0"
PER TABLE 
1006.2.1

50'-0"
PER 1020.5 
EXCEPTION 2

300'-0"
PER 1017.2

18 OCC /100
= (0.18) REQUIRED

OCCUPANCY WATER CLOSETS LAVATORIES DRINKING FOUNTAINS

BUSINESS (OCCUPANCY) 18 OCC /25 = (.24) MEN + (.24) WOMEN 
= (.48) REQUIRED

18 OCC /40 = (0.225) MEN + (0.225) 
WOMEN 
=  (0.45) REQUIRED

TOTALS
(1) REQUIRED / (4) PROVIDED

TOTALS
(1) REQUIRED / (4) PROVIDED

TOTALS
(1) REQUIRED / (2) PROVIDED
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PARTITION LEGEND

FLOOR PLAN GENERAL NOTES

KEY PLAN

A

BB

46
' -

 9
"

7'
 -

 3
"

A-400

2

A.1

A.2

___________

A-101

3

23

23

22

22

OPEN

OFFICE

200

CONFERENCE

201

BREAK

ROOM

206

OFFICE

204

OFFICE

205

WOMENS RR

209

WOMENS RR

208

MENS RR

207

MENS RR

210

IT/

STORAGE

202

JANITOR

203

5' - 6" 5' - 6"

6'
 -

 0
" 

T
Y

P
.

6' - 0" TYP.

11' - 8 1/4" 11' - 2" 6' - 6" 6' - 9" 17' - 9 3/4"

20
' -

 0
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"

12
' -

 0
"

13
' -

 1
 1
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"

6'
 -

 0
"
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 0
"

4' - 6 1/4" 9' - 0" 7' - 11" 1' - 5" 6' - 6" 24' - 6 3/4"

E1iE1iE1i

B3i

E1i

E1i

E1i

A1i

A1i

A2

A1i

A1i

A1i

A2

A1

A1

B3i

A1

B3i

A2

A1i E1i

E1i

B3iB3i

A1i

B3i

A1i

D2iD2i

A1i

D2iD2i

A1
A1i

A1

B3i

7' - 1 1/2" 53' - 11"

205A 204A 201A

202A

203A

206A
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207A

208A209A

210A

211A

ALIGN

50
' -

 0
"

3'
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 1
"

ALIGN

A-600

4
ALIGN

E
Q

E
Q

A
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G
N

20
' -

 4
 1
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"

10
' -

 1
1"

8'
 -

 2
 1
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"

9"
9"

9'
 -

 0
"

A

CL OF 
PLUMBING WALL

ALIGN

F.E.

A1i

A1i

A1i

CORRIDOR

211

___________

A-400

1

GYP. BOARD AS 
SCHEDULED

CONTROL JOINT

MINERAL WOOL 
INSULATION

METAL STUD AS 
SCHEDULED

CONTROL JOINT

30'-0" MAX SPAN

POLY VAPOR BARRIER 

BATT INSULATION

CONCRETE TILT 
PANEL

STOREFRONT

BLOCKING

SEALANT AROUND PERIMETER OF 
STOREFRONT SYSTEM

FURRING WALL AS SCHEDULED. 
SEE PARTITION PLAN FOR EXACT 

LOCATIONS.

BACKSIDE OF STUD TO ALIGN 
WITH EDGE OF OPENING

SLIP TRACK

METAL WALL STUD

GYPSUM WALL 
BOARD

SLIP JOINT

METAL DECK

O
V

E
R

L
A

P

4
 1

/2
"METAL 

ANGLE

O
V

E
R

L
A

P

4
 1

/2
"

A
LI

G
N

cL VARIES METAL CLOSURE ANGLE

METAL WALL STUD

SCHEDULED JOIST

METAL STUD ATTACHED TO JOIST (TYP.)

CUT GYPSUM WALL BOARD 
AROUND DECK FLUTES, TYP. 
BOTH SIDES

SLIP JOINT

METAL DECK

ATTACH TRACK TO SUPPORT USING (2) 
FASTENERS ABOVE EACH STUD LOCATION 
((4) FASTENERS ABOVE DOUBLE-STUDS).  
FASTEN TO STRUCT. STL. AND CONCRETE 
USING 0.145" DIA. POWER DRIVE 
FASTENERS TO LIGHT STEEL FRAMING 
USING #10 TEK SCREWS.

END OF SLIP TRACK

SCHEDULED STUD

CL

4" M
IN.

2" MIN.

WIDTH OF STUD
GYPSUM WALL 
BOARD, TYP.

GYPSUM WALL 
BOARD, TYP.

MIN. 2" GAP FOR DEFLECTION OR MORE AS 
REQUIRED

PROVIDE A SLIP TRACK CONNECTION AT 
ALL FULL HEIGHT METAL STUDS WALLS.

LATERAL BRIDGING

WIDTH OF CLIP ANGLE = 80% OF STUD WIDTH 

2' -0"  M
I N

.

8' -0"  M
A

X
.

EXISTING PARTITIONS TO REMAIN

NEW PARTITIONS

1.

2.

3.

4.

5.

6. 

REFER TO PROJECT GENERAL NOTES FOR FURTHER INFORMATION.

SEE ENGINEERING DRAWINGS FOR MORE INFORMATION.  COORDINATE PARTITION LAYOUT WITH 
MECHANICAL, ELECTRICAL, DATA, SPRINKLER AND PLUMBING WORK.  NOTIFY ARCHITECT TO RESOLVE 
CONFLICTS OR DISCREPANCIES WITH ANY DESIGN ELEMENTS.

PROVIDE TOILET ROOM SIGNS COMPLYING WITH THE REQUIREMENTS OF THE PREVAILING FLORIDA HANDICAP 
ACCESSIBILITY CODE.

PROVIDE AUDIBLE/ VISUAL SIGNAL APPLIANCES COMPLYING WITH THE REQUIREMENTS OF THE PREVAILING 
NFPA 72 AND FLORIDA ACCESSIBILITY CODES, IF REQUIRED BY LOCAL CODES.

ALL INSULATING MATERIALS SHALL HAVE A FLAME SPREAD INDEX OF NOT MORE THAN 25 AND A SMOKE-
DEVELOPED INDEX OF NOT MORE THAN 450  OR NO MORE THAN 50 AS DETERMINED IN ACCORDANCE WITH 
PREVAILING ASTM E84 AND SBC.

WRAP AND INSULATE ALL PLUMBING PIPES TO MEET CODE.
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RCP GENERAL NOTES

REFLECTED CEILING PLAN LEGEND

KEY PLAN

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

REFER TO GENERAL NOTES AND SPECIFICATIONS.

REFER TO PARTITION PLAN LEGEND FOR PARTITIONS PENETRATING THROUGH CEILING GRID, BRACE AS 
REQUIRED.

REFER TO ENGINEERING DRAWINGS AND SPECIFICATIONS FOR HVAC AND ELECTRICAL FIXTURES AND 
DETAILS.

LIGHT FIXTURES SHOWN ON REFLECTED CEILING PLAN FOR LOCATION ONLY.

DIMENSIONS INDICATE STARTING POINT OF GRID.  IF NOT DIMENSIONED, CENTER GRID IN ROOM OR SPACE AS 
SHOWN, IN BOTH DIRECTIONS.

COORDINATE ALL NEW ABOVE CEILING INSTALLATIONS TO PROVIDE DESIGN ELEMENTS AND FIXTURES AS 
SHOWN ON REFLECTED CEILING PLAN.  CONFLICTS MAY REQUIRE INSTALLATION OF MECHANICAL, 
ELECTRICAL OR PLUMBING ELEMENTS ABOVE TYPICAL MOUNTING HEIGHTS IN PLENUM.

IF ACCESS DOORS OR PANELS ARE REQUIRED, SUBMIT PROPOSED TYPE, SIZE AND LOCATION TO ARCHITECT 
FOR APPROVAL PRIOR TO INSTALLATION, IN COMPLIANCE WITH THE SPECIFICATIONS. CONFIRM FINISH WITH 
ARCHITECT. 

PROVIDE HANGER FOR EACH LIGHT FIXTURE ATTACHED TO STRUCTURE.

ALL LIGHT FIXTURES, DIFFUSER, SPRINKLER HEADS, ELECTRICAL DEVICES, LIFE SAFETY DEVICES, ETC. IN 
ACOUSTICAL LAY-IN CEILINGS SHALL BE LOCATED IN THE CENTER OF THE CEILING, UNLESS NOTED 
OTHERWISE. 

ALL LIGHT FIXTURES, DIFFUSERS, SPRINKLER HEADS, ETC. IN DRYWALL CEILINGS SHALL BE CENTERED IN THE 
CEILING SPACE, UNLESS OTHERWISE NOTED. 

IF APPLICABLE USE CONCEALED SPRINKLER HEADS IN LOCATIONS WHERE SPRINKLER HEADS FALL ON GYP. 
BD. CEILING. SPRINKLER HEAD COVERS TO MATCH COLOR OF ADJACENT SURFACE WHERE COVER IS 
MOUNTED ON.  RELOCATE AND/OR ADD SPRINKLERS AS REQUIRED FOR COMPLIANCE WITH ALL APPLICABLE 
CODES. 

PAINT ALL SIDES/EDGES OF HEADERS AND SOFFITS TO MATCH ADJACENT WALL COLOR UNLESS NOTED 
OTHERWISE.

SYMBOL DESCRIPTION

ACOUSTICAL CEILING TILE, 2'X2'
SEE RCP FINISH LEGEND FOR FINISH 
INFORMATION 

GYPSUM BOARD CEILING

SOUND ATTENUATION BATT 
INSULATION ABOVE CEILING

2' X 4' LAY-IN LIGHT FIXTURE

6" RECESSED CAN LIGHT FIXTURE

REFER TO ELECTRICAL ENGINEERING DRAWINGS FOR ADDITIONAL INFORMATION.

EXIT SIGN

AA

BB

A.1A.1

A.2A.2

23

23

22

22

EQ 4' - 3" EQ

E
Q

4'
 -

 7
"

E
Q

E
Q

4'
 -

 7
 1

/2
"

E
Q

EQ 3' - 10" EQ

WOMENS RR

209

WOMENS RR

208

MENS RR

210

MENS RR

207

OFFICE

205

OFFICE

204

JANITOR

203

IT/

STORAGE

202

CONFERENCE

201

BREAK

ROOM

206

OPEN

OFFICE

200

9' - 0"A.F.F.

9' - 0"A.F.F.

9' - 0"A.F.F.

9' - 0"A.F.F.

9' - 0"A.F.F.

9' - 0"A.F.F.9' - 0"A.F.F.

9' - 0"A.F.F. 9' - 0"A.F.F.

9' - 0"A.F.F.

2

A-130
___________

9' - 0"A.F.F.

8' - 6"A.F.F.

9' - 0"A.F.F.

CORRIDOR

211

5/8" G.W.B. 

S
E

E
 R

C
P

3 5/8" STUD TRACK

CEILING AS 
SCHEDULED

5/8" G.W.B. CEILING

CEILING AS SCHEDULED

EXTEND GWB ABOVE CEILING, 
4" MIN

EXTEND STUD TO TRACK 
ABOVE. SCREW ATTACH
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POWER / COMMUNICATION NOTES

TV

GFI

GFIGFIGFI

G
F

I

G
F

I

G
F

I

G
F

I
G

F
I

G
F

I

T
V

T
V

GFI

GFI

KEY PLAN

COORDINATE ALL ELECTRICAL WORK WITH ELECTRICAL DRAWINGS AND ENGINEER.  RESOLVE ALL 
DISCREPANCIES WITH ARCHITECT BEFORE INSTALLATION.

ALL REQUIRED ENGINEERING SHALL BE PROVIDED BY A STATE LICENSED PROFESSIONAL ENGINEER AND 
SHALL BE PROVIDED ON A DESIGN-BUILD BASIS.  THE ARCHITECTURAL DOCUMENTS ARE FOR 
CONFIGURATION PURPOSES ONLY AND ARE NOT INTENDED TO BE UTILIZED AS AN ENGINEERING DOCUMENT.  
ALL REQUIRED DESIGN-BUILD ENGINEERING SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

COORDINATE WITH TENANT ALL TELEPHONE / CABLE LOCATIONS PRIOR TO INSTALLATION.

GENERAL CONTRACTOR SHALL PROVIDE FINAL CONNECTIONS TO SYSTEM FURNITURE AFTER SUBSTANTIAL 
COMPLETION.

PROVIDE GFI AT ALL ELECTRICAL OUTLETS WITHIN 6’-0” OF WATER SOURCE, SUCH AS SINK IN BREAK ROOM.

CONTRACTOR SHALL LOCATE SWITCH FACE PLATES 6” FROM DOOR FRAME OR CORNER PARTITION AND 48”
ON CENTER ABOVE FINISHED FLOOR, UNLESS OTHERWISE NOTED.

PROVIDE FIRE-STOPPING AT ALL FLOOR AND WALL  PENETRATIONS TO MEET APPLICABLE BUILDING CODES.

ALL DIMENSIONS ARE FROM FACE OF STUD TO THE CENTERLINE OF OUTLETS, SWITCHES, ETC.

ADJACENT OUTLETS AND SWITCHES SHALL BE GANGED WITH A COMMON FACE PLATE WHEN POSSIBLE.  IF 
THEY CANNOT BE GANGED, THEY SHALL BE INSTALLED WITH A MINIMUM DISTANCE BETWEEN UNITS.

WALL-MOUNTED ELECTRICAL AND TELEPHONE OUTLETS SHALL BE MOUNTED AT 1’-6” AFF, UNLESS NOTED 
OTHERWISE AND SHALL BE SUPPORTED BY STUDS AT ALL LOCATIONS.

VERIFY AND COORDINATE INSTALLATION OF OUTLETS IN MILLWORK, WITH FREESTANDING FURNITURE, AND 
EQUIPMENT.

ALL NEW DEVICES AND FACE PLATES SHALL BE WHITE UNLESS NOTED OTHERWISE.  ALL OUTLETS OCCURING 
ON SPECIAL FINISHES SHALL MATCH FINISH ON WHICH THEY OCCUR.  VERIFY WITH ARCHITECT.

COORDINATE FLOOR OUTLET LOCATIONS WITH FURNITURE VENDOR PRIOR TO CORING.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

DESCRIPTIONSYMBOL

POWER / COMMUNICATION  LEGEND

WALL MOUNTED DUPLEX ELECTRICAL OUTLET

NEW WALL MOUNTED QUADRAPLEX ELECTRICAL OUTLET

WALL MOUNTED GFI DUPLEX ELECTRICAL OUTLET TO BE MOUNTED AT 44" AFF UNLESS NOTED 
OTHERWISE.

NEW WALL MOUNTED PHONE/DATA JUNCTION BOX WITH PULL STRING

TV WALL PLATE WITH A DUPLEX AND A DATA BOX

NEW FLOOR MOUNTED QUADRAPLEX  ELECTRICAL OUTLET

NEW FLOOR MOUNTED PHONE/DATA JUNCTION BOX WITH PULL STRING

A

BB

A.1

A.2

23

23

22

22

44", 60" AFF

60" AFF

60" AFF

BREAK

ROOM

206

MENS RR

210

MENS RR

207

WOMENS RR

208

WOMENS RR

209

CONFERENCE

201

JANITOR

203

IT/

STORAGE

202

OFFICE

204

OFFICE

205

OPEN

OFFICE

200

7' - 0"

E
Q

E
Q

CORRIDOR

211

SPEC OFFICE

Not Released for Construction

Released for Construction

Sheet Title

Date Project No.

Roswell Mill
85-A Mill Street, Suite 200
Roswell, Georgia  30075

770.650.7558
www.randallpaulson.com

These plans and specifications are the property of Randall-
Paulson Architects, Incorporated.  These documents may not 
be copied, reproduced, used or implemented in any way, in 

part or in whole, without the written consent of Randall-Paulson 
Architects, Incorporated.  All common law rights of copyright 

are hereby specifically reserved.

Roswell

Sheet No.

Print Record  Chk. Drw. 

Revisions

Nashua

at

for

FLORIDA REG. # AA0003296

POWER AND DATA PLAN

A-140

2024273.0015 NOVEMBER 2024

30% REVIEW SET

15 NOV 24 ISSUED FOR PERMIT

KW

GK

LF

LF

20 SEP 24

EASTPORT
ROAD

BUILDING 2 -
SPEC OFFICE

10145 EASTPORT ROAD
JACKSONVILLE, FLORIDA 32218

A
SPECULATIVE

OFFICE

1/4" = 1'-0"A-140

1 POWER AND DATA PLAN

P
R

O
JE

C
T

 N
O

R
T

H



MILLWORK NOTES

RESTROOM NOTES

S
E

E
  E
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V

A
T

IO
N
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A

R
IE

S

ALL INTERIOR SURFACES TO BE MELAMINE

ADJUSTABLE SHELVES, MELAMINE FACED, 
1/2" THICK

3/4" PLYWOOD DOOR WITH PLASTIC 
LAMINATE ON BOTH SIDES, HUNG ON 
CONCEALED HINGES

PROVIDE BLOCKING IN WALL AND AT 
CABINETS AS REQUIRED FOR SECURE 
ATTACHMENT TO WALL

1' - 0"

WALL AS SCHEDULED

3/4" PLYWOOD DOOR WITH PLASTIC 
LAMINATE ON BOTH SIDES, HUNG ON 
CONCEALED HINGES

WRAP PIPES AS REQUIRED BY CODE

ALL INTERIOR SURFACES TO BE MELAMINE

ATTACH BASE TO FRONT OF CABINET 
DOOR TO PROVIDE 3'-0" MIN. CLEAR 
ACCESS AT SINK

COUNTERTOP AS SCHEDULED

PROVIDE BLOCKING IN WALL AND AT 
CABINETS AS REQUIRED FOR SECURE 
ATTACHMENT TO WALL

WALL AS SCHEDULED

2' - 1"

1 
1/

2"

S
E

E
  E

LE
V

A
T

IO
N

V
A

R
IE

S

1' - 9" 3"

4"

1' - 9"

ALL INTERIOR SURFACES TO BE MELAMINE

PLASTIC LAMINATE BASE OF THE CABINET

3/4" PLYWOOD DOOR WITH PLASTIC 
LAMINATE ON BOTH SIDES, HUNG ON 
CONCEALED HINGES

FULL EXTENSION DRAWER GLIDES

ADJUSTABLE SHELVES, MELAMINE FACED, 
1/2" THICK

WALL AS SCHEDULED

1 
1/

2"

4"

3"

COUNTERTOP AS SCHEDULED

PROVIDE BLOCKING IN WALL AND AT 
CABINETS AS REQUIRED FOR SECURE 
ATTACHMENT TO WALL 1"

2' - 1"
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A-400
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FINISH FLOOR

0"

WT-1

1' - 6" 1' - 6" 2' - 0"

FINISH FLOOR

0"

WT-1

1' - 6"1' - 6" 1' - 6"

FINISH FLOOR

0"

WT-1

1' - 6" 1' - 6" 1' - 6"

FINISH FLOOR

0"

WT-1

1' - 6"2' - 0" 1' - 6"

FINISH FLOOR

0"

3'
 -
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"

1'
 -

 1
0"
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 -

 1
0"

8'
 -

 0
"

1" 3' - 0" 3' - 0" 3' - 0" 3' - 0" 3' - 4"

SS-1

PL-1

PL-1

REF. (N.I.C.)

MICRO. (N.I.C.)

WT-1

8

A-400

TYP.
7

A-400

TYP.

10

A-400

TYP.
9

A-400

TYP.

REFER TO GENERAL NOTES AND SPECIFICATIONS FOR MORE INFORMATION.

ALL MILLWORK SHALL BE FABRICATED AND INSTALLED IN STRICT ACCORDANCE WITH THE PREVAILING 
EDITONS OF ALL APPLICABLE STATE AND LOCAL CODES.  CONTRACTOR TO MEET THE REQUIREMENTS OF 
THE PREVAILING ACCESSIBILITY CODES AS THEY PERTAIN TO MILLWORK OF ANY KIND.

THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS PRIOR TO FABRICATION.

MILLWORK PULLS SHALL BE 4” BRUSHED CHROME OR BRUSHED STAINLESS STEEL FINISH WIRE PULL UNLESS 
OTHERWISE NOTED.

MILLWORK SHELVES ON ADJUSTABLE PINS *or* MILLWORK SHELVES ON ADJUSTABLE STANDARDS.

REFER TO MILLWORK ELEVATIONS FOR COUNT AND LOCATION OF MILLWORK SHELVING.

COUNTERTOPS TO BE 1-1/2” THICK WITH 4” HIGH BACKSPASH.

REFER TO MILLWORK ELEVATIONS FOR COUNTERTOP MATERIAL AND CABINET FINISH.

THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL MILLLWORK TO ARCHITECT FOR APPROVAL PRIOR 
TO FABRICATION.

ALL EXPOSED MILLWORK SURFACES TO BE FINISHED. 

PROVIDE BLOCKING FOR ALL MILLWORK ATTACHED TO PARTITIONS. 

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

PROVIDE WALL MOUNTED LAVATORY - SEE PLUMBING DESIGN BUILD DRAWINGS

PROVIDE WALL MOUNTED ADA TOILET - FLUSH VALVE - SEE DESIGN BUILD PLUMBING DRAWINGS

FAUCET - SEE PLUMBING DESIGN BUILD DRAWINGS

COAT HOOK TO BE HUNG ON BACK OF RESTROOM DOOR. - BOBRICK B-76717

ADA WATER FOUNTAIN  -  DOUBLE FOUNTAIN HIGH AND LOW 

MOP SINK - SEE DESIGN BUILD PLUMBING DRAWINGS

1.

2.

3.

4.

5.

6.

S
E

E
  E

LE
V

A
T

IO
N

V
A

R
IE

S

M/W

PROVIDE BLOCKING IN WALL AND AT 
CABINETS AS REQUIRED FOR SECURE 
ATTACHMENT TO WALL

3/4" SHELF, PLASTIC LAMINATE AT ALL 
EXPOSED SURFACES

WALL AS SCHEDULED

ALL INTERIOR SURFACES TO BE MELAMINE

3/4" PLYWOOD DOOR WITH PLASTIC 
LAMINATE ON BOTH SIDES, HUNG ON 
CONCEALED HINGES

1'
 -

 3
"

1' - 6"

1' - 0"
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ENLARGED PLAN

A-400

2024273.0015 NOVEMBER 2024

ISSUED FOR PERMIT GK LF15 NOV 24

EASTPORT
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SPEC OFFICE

10145 EASTPORT ROAD
JACKSONVILLE, FLORIDA 32218

A
SPECULATIVE

OFFICE

3/4" = 1'-0"A-400

7 MILLWORK - UPPER CABINET

3/4" = 1'-0"A-400

8

MILLWORK - UPPER CABINET W/
MICROWAVE

3/4" = 1'-0"A-400

9 MILLWORK - BASE CABINET W/ DRAWER
3/4" = 1'-0"A-400

10

MILLWORK - BASE CABINET W/
UNDERMOUNT SINK

RESTROOM ACCESSORY SCHEDULE
ITEM NO. DESCRIPTION MANUF. MODEL NUMBER EQUIPMENT WALL ROUGH OPENING REMARKS

1 TOILET TISSUE DISPENSER - SURFACE MOUNTED BOBRICK B-540

2A GRAB BARS - 36'' BOBRICK B-9806-36

2B GRAB BARS - 42'' BOBRICK B-9806-42

2C GRAB BARS - 18'' BOBRICK B-9806-18

3 MIRROR - FRAMELESS BOBRICK B165 SERIES 24"W X 48"H

4 PAPER TOWEL DISPENSER / WASTE RECEPTACLE - SEMI-RECESSED BOBRICK B-38032 11-1/2" WIDE, 53-5/8" HIGH, 3-3/4" MINIMUM RECESSED DEPTH

5 SOAP DISPENSER - SURFACE MOUNTED BOBRICK B-2111

6 SANITARY NAPKIN DISPOSAL - SURFACE MOUNTED BOBRICK B-254

7 TOILET SEAT DISPENSER - SURFACE MOUNTED BOBRICK B-221

3/8" = 1'-0"A-400

1 ENLARGED PLAN - RESTROOMS
3/8" = 1'-0"A-400

5 ELEVATION  - WOMENS RESTROOM 209

3/8" = 1'-0"A-400

4 ELEVATION - WOMENS RESTROOM 208
3/8" = 1'-0"A-400

3 ELEVATION - MEN RESTROM 207

3/8" = 1'-0"A-400

6 ELEVATION - MEN RESTROOM 210

3/8" = 1'-0"A-400

2 ELEVATION - BREAK ROOM
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GENERAL DOOR AND FRAME NOTES

HARDWARE SCHEDULE

A

SEE SCHEDULE

3'
 -

 7
"

2'
 -

 6
"

6" 6"
S

E
E

 S
C

H
E

D
U

LE

S
E

E
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E
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U
LE

SEE SCHEDULE SEE SCHEDULE

S
E

E
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U
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10
"

6" 6"

B C

6"

2"

2"

1

S
E

E
 S

C
H

E
D

U
LE

SEE SCHEDULE

1.

2.

3.

ALL DOOR HARDWARE SHALL BE HANDICAP ACCESSIBLE, COMPLYING WITH 2010 ADA STANDARDS FOR 
ACCESSIBLE DESIGN.

WHERE DISCREPANCIES OCCUR BETWEEN THE DOOR SCHEDULED NOTES AND HARDWARE SPECIFICATIONS, 
NOTIFY THE ARCHITECT OF DISCREPANCIES TO RECEIVE DIRECTION ON HOW TO PROCEED.

ALL DOORS TO HAVE SILENCERS.

SET NO. DESCRIPTION

NO. 1 3 EA. HINGES

3 EA. SILENCERS

1 EA. DOOR STOP

1 EA. PASSAGE SET

SET NO. DESCRIPTION

NO. 4 3 EA. HINGES

3 EA. SILENCERS

1 EA. DOOR STOP

1 EA. PRIVACY SET

1  EA. CLOSER

NO. 2 3 EA. HINGES

3 EA. SILENCERS

1 EA. DOOR STOP

1 EA. LOCK SET

NO. 3

1 EA. CLOSER

1  KICK PLATE

1  MOP PLATE

3 EA. HINGES

3 EA. SILENCERS

1 EA. DOOR STOP

1 EA. PASSAGE SET

NO. 5

1  KICK PLATE

1  MOP PLATE

3 EA. HINGES

3 EA. SILENCERS

1 EA. DOOR STOP

1 EA. PRIVACY SET

1  EA. CLOSER

1  DOOR SWEEP

1  KICK PLATE

1  MOP PLATE

1  DOOR SWEEP

PARTITION AS SCHEDULED

METAL STUD FRAMING

WRAP AROUND HOLLOW 
METAL FRAME

DOOR AS SCHEDULED

CONTINUOUS PAINTABLE 
CAULK ALONG PERIMETER 
OF FRAME, BOTH SIDES

METAL STUD FRAMING

WRAP AROUND HOLLOW 
METAL FRAME

DOOR AS SCHEDULED

INTERSECTING PARTITION

PARTITION AS SCHEDULED

CONTINUOUS PAINTABLE 
CAULK ALONG PERIMETER 
OF FRAME, BOTH SIDES

2"
3'

 -
 8

"
2"

3'
 -

 2
"

2" 3' - 8" 2"

7'
 -

 2
"

A

FIXED WINDOW

4' - 0"

TEMPERED 
GLASS

FINISH FLOOR

0"

3' - 0"3' - 0"EQ EQ EQEQ

10' - 4 1/2" 10' - 6 1/2"

7'
 -

 1
"

1'
 -

 5
"

8'
 -

 6
"

TEMPERED 
GLASS

TEMPERED 
GLASS

METAL STUD FRAMING

WRAP AROUND HOLLOW 
METAL FRAME

WINDOW AS SCHEDULE

PARTITION AS SCHEDULED

PAINTABLE CAULK AROUND 
FRAME BOTH SIDES

PARTITION AS SCHEDULED

METAL STUD FRAMING

WRAP AROUND HOLLOW 
METAL FRAME

WINDOW AS SCHEDULED

PAINTABLE CAULK AROUND 
FRAME BOTHSIDES

PARTITION AS SCHEDULED

METAL STUD FRAMING

WRAP AROUND HOLLOW 
METAL FRAME

WINDOW AS SCHEDULED

PAINTABLE CAULK AROUND 
FRAME BOTHSIDES

1/4" = 1'-0"A-600

1 DOOR TYPES
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A-600
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A
SPECULATIVE

OFFICE

1/4" = 1'-0"A-600

2 FRAME TYPES

DOOR SCHEDULE

NUMBER LOCATION

DOOR FRAME DETAILS HARDWARE
SET RATING REMARKSTYPE WIDTH HEIGHT THICKNESS MATERIAL FINISH TYPE MATERIAL FINISH HEAD JAMB THRESHOLD

201A CONFERENCE A 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 3 N/A

202A IT/ STORAGE A 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 2 N/A

203A JANITOR A 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 2 N/A ADD KICK PLATE AND MOP PLATE

204A OFFICE C 2' - 9" 7' - 1" 1 3/4" ALUM/ GLASS MANUF. N/A ALUM. MANUF. - - - 2 N/A

205A OFFICE C 2' - 9" 7' - 0" 1 3/4" ALUM/ GLASS MANUF. N/A ALUM. MANUF. - - - 2 N/A

206A BREAK ROOM B 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 3 N/A

206B BREAK ROOM B 3' - 0" 7' - 0" 1 3/4" HM P-3 1 HM P-3 5/A-600 6/A-600 - 1 N/A

207A WOMEN'S RR A 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 4 N/A

208A MEN'S RR A 3' - 0" 7' - 0" 1 3/4" WD WS-1 1 HM P-3 5/A-600 6/A-600 - 4 N/A

209A MEN'S RR A 3' - 0" 7' - 0" 1 3/4" HM P-3 1 HM P-3 5/A-600 6/A-600 - 5 N/A

210A WOMEN'S RR A 3' - 0" 7' - 0" 1 3/4" HM P-3 1 HM P-3 5/A-600 6/A-600 - 5 N/A

211A CORRIDOR B 3' - 0" 7' - 0" 1 3/4" HM P-3 1 HM P-3 5/A-600 6/A-600 - 1 N/A

1 1/2" = 1'-0"A-600

5 DETAIL - H.M. HEAD @ PARTITION WALL
1 1/2" = 1'-0"A-600

6 DETAIL - H.M. JAMB @ PARTITION WALL

1 1/2" = 1'-0"A-600

8

DETAIL - WINDOW JAMB @ PARTITION
WALL

3/8" = 1'-0"A-600

3 WINDOW TYPES
3/8" = 1'-0"A-600

4 ELEVATION - OFFICE STOREFRONT

1 1/2" = 1'-0"A-600

7

DETAIL - WINDOW HEAD @ PARTITION
WALL

1 1/2" = 1'-0"A-600

9

DETAIL - WINDOW SILL @ PARTITION
WALL



FINISH PLAN GENERAL NOTES

PAINT FINISH NOTES

FINISH LEGEND

PATTERN LAYOUTS

KEY PLAN

REFER TO GENERAL NOTES, SPECIFICATIONS, FINISH SCHEDULE, OR FINISH PLANS FOR MORE INFORMATION.

CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ALL DIMENSIONS, NOTIFY ARCHITECT OF ANY 
DISCREPANCIES.

CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING FINISHES THAT ARE SCHEDULED TO REMAIN. 
FINISHES DAMAGED DURING CONSTRUCTION ARE TO BE CLEANED, PATCHED, REPAIRED TO ORIGINAL 
CONDITION, OR REPLACED AT CONTRACTOR’S EXPENSE.

ALL MATERIALS TO BE INSTALLED WITH METHODS AND PRODUCTS RECOMMENDED BY THE MANUFACTURER.

INSTALLER SHALL EXAMINE CONDITIONS OF SURFACES ON WHICH NEW FINISHES ARE TO BE INSTALLED AND 
NOTIFY GENERAL CONTRACTOR PRIOR TO INSTALLATION IF CONDITIONS ARE NOT SATISFACTORY. ALL 
SURFACES SHALL BE CLEANED AND CONDITIONED TO RECEIVE NEW FINISH AS REQUIRED BY FINISH 
PRODUCT MANUFACTURER.  SURFACES SHALL BE SMOOTH, FREE FROM DEPRESSIONS. PROTRUSIONS, PITS, 
SUMPS, STREAKS AND VARIATION IN TEXTURE.  CONTRACTOR TO NOTIFY ARCHITECT IMMEDIATELY OF ANY 
IMPERFECTIONS, COMMENCING WITH WORK SHALL CONSTITUTE ACCEPTANCE OF SURFACES SCHEDULED TO 
RECEIVE NEW FINISHES TO BE SMOOTH, EVEN AND FREE OF IMPERFECTIONS. 

CONTRACTOR TO APPROVE ALL NEW FINISHES AGAINST DEFECTS. IF ANY DEFECTS IN MATERIALS ARE 
FOUND, DO NOT PROCEED WITH INSTALLATION. NOTIFY THE MANUFACTURER AND ARRANGE REPLACEMENT 
AS SOON AS POSSIBLE. GC SHOULD NOTIFY ARCHITECT AND OWNER IMMEDIATELY OF DELAYS CAUSED BY 
REPLACEMENTS OF NEW FINISHES. 

ALL WALL MOUNTED MECHANICAL SLOTS OR GRILLES, PAINTED SHELVES, ETC ON WALL OR CEILING TO 
MATCH ADJACENT WALL COLOR UNLESS OTHERWISE NOTED.  DO NOT PAINT PRE-FINISHED COMPONENTS, 
INCLUDING BUT NOT LIMITED TO, WALL MULLION END CAPS.

PROVIDE RUBBER OR METAL TRANSITION FLOOR TRANSITION STRIPS WHEREVER FLOOR TYPES CHANGE. 
SUBMIT PHYSICAL SAMPLE OF MANUFACTURER’S STANDARD COLORS TO ARCHITECT FOR COLOR SELECTION 
OR PROVIDE RUBBER TRANSITION STRIPS TO MATCH WALL BASE UNLESS NOTED OTHERWISE.

ALL FLOOR FINISH CHANGES TO OCCUR UNDER CENTERLINE OF DOOR IN CLOSED POSITION UNLESS NOTED 
OTHERWISE. 

CAULK ALL MILLWORK WHERE IT MEETS THE WALL AND FLOOR.

ALL SPECIFIED FINISHES SHALL MATCH EXISTING BUILDING STANDARDS. CONTRACTOR TO NOTIFY 
ARCHITECT OF ANY SPECIFIED DISCREPANCIES OR DISCONTINUED ITEMS IN A TIMELY MANNER.

EACH MATERIAL SPECIFIED FOR APPLICATION ON THE ENTIRE PROJECT SHALL BE FROM THE SAME DYE LOT.

COMBUSTIBLE INTERIOR FINISH PRODUCTS SHALL BE PROVIDED PER THE REQUIREMENT OF THE 
RESPECTIVE OCCUPANCY CHAPTER OF THE PREVAILING EDITION OF THE NFPA 101 LIFE SAFETY CODE, 
UNDER WHICH THE PROJECT IS BEING PERMITTED.  PROVIDE VERIFICATION AT THE TIME OF FINAL 
INSPECTION THAT THE PRODUCTS COMPLY WITH THE REQUIREMENTS.

CONTRACTOR SHALL BE RESPONSIBLE FOR LEVELING OF FLOOR SLABS TO RECEIVE SPECIFIED FINISHES.

ALL PATTERNED FLOORING TO BE CENTERED IN BOTH DIRECTIONS AND GENERATED FROM CENTER OF 
ROOM OUTWARD TOWARD PARTITIONS, UNLESS OTHERWISE NOTED.

CARPET SEAMS SHALL OCCUR AT JUNCTIONS OF PARTITIONS, THRESHOLDS OR CHANGE OF DIRECTION IN 
CORRIDORS.  NO STRIP PATCHING ALLOWED.  SUBMIT SEAMING DIAGRAM FOR APPROVAL PRIOR TO 
INSTALLATION. ALL CARPET BORDER CORNERS SHALL BE MITERED.

GYPSUM BOARD SURFACES TO RECEIVE THE FOLLOWING FINISH LEVELS PER  THE GUIDELINES OF GA-214-
M-97 OF THE GYPSUM ASSOCIATION:

LEVEL 1 - ABOVE FINISHED CEILINGS CONCEALED FROM VIEW.

LEVEL 2 - PANELS THAT ARE SUBSTRATE FOR TILE.

LEVEL 4 - WALLS AND CEILINGS SCHEDULED TO RECEIVE FLAT OR EGGSHELL PAINT FINISH (SEE 
FINISH LEGEND FOR EXACT FINISH).

LEVEL 5 - WALLS AND CEILINGS SCHEDULED TO RECEIVE SEMI-GLOSS OR GLOSS PAINT FINISH OR 
WALLCOVERING  (SEE FINISH LEGEND FOR EXACT FINISH). 

PROVIDE SCHLUTER STRIP AT ALL EXPOSED EDGES OF WALL TILE, TYPICAL. 

PROVIDE (2) COATS OF LATEX FLAT WHITE PAINT AT THE WAREHOUSE SIDE OF THE OFFICE/ WAREHOUSE 
DEMISING WALL AND 1" X 6" WOOD BASE TO MATCH AT WAREHOUSE SIDE OF OFFICE/ WAREHOUSE DEMISING 
WALL. 

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

ALL WALLS TO BE PAINTED EGGSHELL FINISH. UNLESS NOTED OTHERWISE.

ALL SOFFITS, HEADERS, AND CEILINGS TO BE PAINTED FLAT FINISH.

ALL WALLS IN JANITOR CLOSETS AND RESTROOMS TO BE EPOXY FINISH.

1.

2.

3.

CARPET TILE

SYMBOL DESCRIPTION

PORCELAIN FLOOR TILE 

LUXERY VINYL TILE

FLOOR TRANSITION

A A

BB

A.1A.1

A.2

23

23

OPEN

OFFICE

200

OFFICE

204

OFFICE

205

CONFERENCE

201

IT/

STORAGE

202

JANITOR

203

BREAK

ROOM

206

CORRIDOR

211

WOMENS RR

208

WOMENS RR

209

MENS RR

210

MENS RR

207

A

202A

203A

201A204A205A

206A

208A

207A

211A

206B

210A

209A

FRP

PLYWOOD

WT-1

WT-1WT-1

WT-1

C-1

ASHLAR PATTERN

3' - 0"

1'
 -

 6
"

WT-1

STRAIGHT PATTERN

4"

1' - 4"

LVT-1

THIRD OFFSET PATTERN

± 3' - 0"

±
 9

"

PT-1

BRICK PATTERN

2' - 0"

1'
 -

 0
"

SPEC OFFICE
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FINISH LEGEND
KEY PRODUCT MANUFACTURER COLOR FINISH SIZE GROUT ALTERNATE
ACT ACOUSTICAL CEILING TILE ARMSTRONG DUNE / ANGLED TEGULAR, WHITE - 24"X24" - N/A

B-1 RUBBER WALL BASE JOHNSONITE 29 MOON ROCK WG - 4" - N/A

B-2 PORCELAIN TILE WALL BASE DALTILE LIGHT GRAY IP07 MATTE 6"X12" - STAGGERED JOINTS MAPEI - 27 SILVER N/A

C-1 CARPET TILE PHILADELPHIA ASCENSION 54473, 00500 REVISE - 18X36 - N/A

LVT-1 LUXYRY VINYL  TILE INTERFACE NATURAL WOOD GRAINS, A00207 WASHED WHEAT - 25cm X 1m - N/A

P-1 WALL PAINT SHERWIN WILLIAMS SNOWBOUND EGGSHELL N/A - N/A

P-2 WALL PAINT SHERWIN WILLIAMS SNOWBOUND EPOXY N/A

P-3 FRAME PAINT SHERWIN WILLIAMS PORPOISE SEMI-GLOSS N/A - N/A

P-4 CEILING PAINT SHERWIN WILLIAMS SNOWBOUND FLAT N/A - N/A

PL-1 PLASTIC LAMINATE WILSONART MONTEVERDI 8236K -05 TIMBERGRAIN N/A - N/A

PT-1 PORCELAIN FLOOR TILE DALTILE LIGHT GRAY IP07 MATTE 12"X24" MAPEI - 27 SILVER N/A

SS-1 SOLID SURFACE CORIAN SOLID SURFACE SILVER - BIRCH - N/A - N/A

WS-1 WOOD STAIN MINWAX CARBON  MW409 - N/A - N/A

WT-1 WALL TILE STONE SOURCE STUDIO ELEMENT BASIC EVO, VINTAGE GRAY MATTE 4"X16" MAPEI - 27 SILVER N/A

FINISH SCHEDULE
NUMBER ROOM NAME FLOOR FINISH BASE FINISH WALL FINISH CEILING FINISH COMMENTS

200 OPEN OFFICE C-1 B-1 P-1 ACT

201 CONFERENCE C-1 B-1 P-1 ACT

202 IT/ STORAGE LVT-1 B-1 P-1 ACT PLYWOODD ON WALLS AS NEEDED.

203 JANITOR LVT-1 B-1 P-1 ACT FRP ON WALLS AS NOTED UP TO 4'-0" A.F.F.

204 OFFICE C-1 B-1 P-1 ACT

205 OFFICE C-1 B-1 P-1 ACT

206 BREAK ROOM LVT-1 B-1 P-1 ACT WT-1 FOR BACKSPLASH

207 MENS RR PT-1 B-2 WT-1 / P-2 P-4 SEE ELEVATIONS FOR WALL FINISHES. B-2 @ ALL NON-WET WALLS.

208 WOMENS RR PT-1 B-2 WT-1 / P-2 P-4 SEE ELEVATIONS FOR WALL FINISHES. B-2 @ ALL NON-WET WALLS.

209 WOMENS RR PT-1 B-2 WT-1 / P-2 P-4 SEE ELEVATIONS FOR WALL FINISHES. B-2 @ ALL NON-WET WALLS.

210 MENS RR PT-1 B-2 WT-1 / P-2 P-4 SEE ELEVATIONS FOR WALL FINISHES. B-2 @ ALL NON-WET WALLS.

211 CORRIDOR LVT-1 B-1 P-1 ACT

1/4" = 1'-0"A-700

1 FINISH PLAN - OFFICE
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